Section 1
Threaded Fasteners

Metric
Multistandard

METRIC HELICAL THREAD REPAIR INSERTS

Ref: DIN 8140 (Former MMCC Catalog # H9039 & H9499)

# 8140 A = Free Running
# 8140 B = Self Locking

These diamond shaped hardened stainless steel thread inserts are typically used to repair stripped female threads. Since the resulting thread is
generally stronger than the original thread, these helical inserts are often used in new production to reinforce female threads in high-stress applications.
The insert lengths shown are “installed lengths” and they generally follow the formula of 1, 1.5, 2, 2.5 & 3 times the nominal thread diameter. Note
that the tangs on the inserts must be removed after installation. Helical thread repair kits, assortments and accessories are offered on subsequent
pages in this section.

THREAD | INSTALLED AVAILABILITY BANEE LA MINIMUM MAJOR
DIAMETER LENGTH #8140 A #8140B ALUMINUM STEEL, PLASTIC HOLE DEPTH DIAMETER
2 X X * * * *
3 X X * * * *
2x.4x 4 X X * * * *
(Coarse) 5 X X * * * *
6 X X * * * *
22 X X 2.3 2.35 6 2.845
3.3 X X 23 2.35 71 2.845
2.2x.45x 4.4 X X 2.3 2.35 | 8.2 2.845
(Coarse) 55 X X 2.3 2.35 9.3 2.845
6.6 X X 2.3 2.35 10.4 2.845
25 X X 2.55 2.65 6.45 3.145
3.8 X X 2.55 2.65 7.7 3.145
2.5x .45 x 5 X X 2.55 2.65 8.95 3.145
(Coarse) 6.3 X X 2.55 2.65 10.2 3.145
7.5 X X 2.55 2.65 11.45 3.145
3 X X 3.15 3.2 7.5 3.716
4.5 X X 3.15 3.2 9.3 3.716
3x.5x 6 X X 3.15 3.2 10.5 3.716
(Coarse) 7.5 X X 3.15 3.2 12.0 3.716
9 X X 3.15 3.2 | 13.5 3.716
35 X X 37 3.7 8.85 4.354
53 X X 3.7 3.7 10.6 4.354
3.5x.6x 7 X X 3.7 3.7 | 12.35 4.354
(Coarse) 8.8 X X 3.7 3.7 14.1 4.354
10.5 X X 3.7 3.7 15.85 4.354
4 X X 4.2 4.25 10.2 5.007
6 X X 4.2 4.25 12.2 5.007
4x.7x 8 X X 4.2 4.25 14.2 5.007
(Coarse) 10 X X 4.2 4.25 16.2 5.007
12 X X 4.2 4.25 | 18.2 5.007
5 X X 5.2 5.3 12.3 6.145
7.5 X X 5.2 5.3 14.8 6.145
5x.8x 10 X X 5.2 5.3 | 17.3 6.145
(Coarse) 12.5 X X 52 5.3 19.8 6.145
15 X X 5.2 5.3 22.3 6.145

*Dimensional information available upon request
“x” denotes stock availability
sizes continue

How to Order
Item #: 8140 A

Size: 4x.7x8
Quantity: 100

Tel: 1-888-966-MMCC

1-162 © Copyright Metric & Multistandard Components Corp. 2000



	Catalog 6013 - Intro
	1: Threaded Fasteners
	1A: Hexagon Screws
	1B: Socket Head Screws
	1C: Special Head Screws
	1D: Machine Screws & Tapping Screws
	1E: Threaded Rod, Studs & Pins
	1F: Nuts
	1G: Pipe Plugs & Grease Fittings
	1H: Thread Repair Inserts & Blind Rivet Nuts
	1-162: METRIC HELICAL THREAD REPAIR INSERTS
	1-163
	1-164
	1-165
	1-166: METRIC STI TAPS & METRIC HELICAL REPAIR THREAD INSTALLATION TOOLS
	1-167: HELICAL THREAD REPAIR KITS # 8140A-S
	1-168
	1-169: THREAD REPAIR PACKS # HELI RP & SPARK PLUG THREAD REPAIR PACKS # HELI RP & THREAD REPAIR KITS # HELI RP
	1-170: METRIC HELICAL THREAD REPAIR INSERT PRODUCTION KITS & METRIC HELICAL THREAD REPAIR INSERT PRODUCTION STRIP-FEED REELS
	1-171: METRIC KEEN-TYPE SOLID THREAD INSERTS 
	1-172: KEEN-TYPE SCREW THREAD INSERT KITS & KEEN-TYPE SCREW THREAD INSERT MASTER KIT # KNA & KEEN-TYPE SPARK PLUG REPAIR KIT 
	1-173: SELF-TAPPING THREADED INSERTS # 9168
	1-174: SOLID SCREW THREAD INSERTS # EZLOK & SCREW THREAD INSERT KITS # ASSTEZ
	1-175: BLIND RIVET NUTS & BLIND RIVET NUT INSTALLATION TOOLS


	2: Non-Threaded Fasteners, Etc.
	3: Stainless Steel, Brass, Plastic, Aluminum
	4: Wrenches
	5: Cutting Tools
	6: Measuring Tools
	7: British
	8: Tubing & Fittings
	9: Assortments
	10: Useful Information
	Terms of Sale
	ISO 9002
	About US

	Product Search

